PLAN DETAILLE ET DONNEES TECHNIQUES / FLOOR PLAN AND TECHNICAL SPECIFICATIONS
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K:530cm [17,3']
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Hauteur (haut plafond) / Height (High Ceiling) : 451,5 cm [ 14,8']
— Hauteur (tuyaux de suspension) / Height (Hanging Pipes) : 436,9 cm [ 14,3"]
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GALERIE 1 —J-R120
GALERIE 2 — J-R160

Structure du batiment (ne peut étre altérée) :
Dalles de plancher et de plafond en béton,
colonnes en béton

Systéme d'éclairage Philips Lightolier :

- OmniSpot LED Cylinder 90 CRI / 3000K / CrispWhite
Reflector Fool 36° / LyteSpan Frosted Etched /
LyteSpan Soft Focus

- LightFlood LED Linear Flood 4000 Im / 3000K

1+ Accés derriére le mur

@ Tuyaux de suspension
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GALLERY 1 — J-R120
GALLERY 2 — J-R160

Structure of the building (cannot be altered):
Concrete floor and ceiling slabs, concrete columns

Philips Lightolier Lighting:

- OmniSpot LED Cylinder 90 CRI / 3000K / CrispWhite
Reflector Fool 36° / LyteSpan Frosted Etched /
LyteSpan Soft Focus

- LightFlood LED Linear Flood 4000 Im / 3000K

1 Access Behind the Wall

@ Hanging Pipes

H:203cm [81"]
178cm [70"]

W 1346 cm [4,4']
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A:411,5cm [13,5']

B:672cm [22']
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241cm [95"] /

H:206cm [81"]
178cm [70"]

Hauteur (tuyaux de suspension) / Height (Hanging Pipes): 313cm [10,3'] —
Hauteur (bas plafond) / Height (Low Ceiling) : 328cm [10,8'] —

C:1010,7cm [33,2']




